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INTRODUCING THE NEW HELLA  
LED DRIVING LIGHT BAR 470

➔➔ MultivoltTM 9 to 33 volts DC and only 35W

➔➔ Highly adaptable mounting system

➔➔ Thermally conductive non-metal housing

➔➔ Light weight of only 950g

➔➔ 5 year warranty

The dust and waterproof Light Bar comes in two different beam patterns:
High Beam 	 (1 lux at approx. 330 metres)
Pencil Beam	 (1 lux at approx. 410 metres)

Mounting brackets can be positioned 
to suit most vehicle installations.

All dimensions in mm.
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P/N 1397HD Ref. 25 1 lux P/N 1398HD Ref. 37.5 1 lux LED Driving Light Bar 470

Mounting brackets allow vertical adjustment of LED Light Bars.

LED LIGHT BAR 470 WITH HEAVY DUTY BRACKETS

Part Number
HL1397HD (High Beam)

HL1398HD (Pencil Beam)

Mounting Upright or pendant.

Voltage Multivolt™ for optimum brightness at input 
voltages from 9 to 33 volts.

Power Consumption 35W

Maximum Luminous
Intensity

HL1397HD:  113,000 candela
HL1398HD:  166,000 candela

Protection Reverse polarity and transient spike protection.
IP 6K7 (Protection against dust and temporary 
water immersion).
IP 6K9K (Protection against dust and high-
pressure /steam jet cleaning).

Cable Length Pre-wired with 2.5m of tinned multi-core cable.

Compliance             E24  1947    R10/05      
HL1397HD:   E24  0012    R112/01    Ref. 25
HL1398HD:   E24  0013    R112/01    Ref. 37.5

Contents 1 x LED Light Bar 470
2 x HD mounting brackets
1 x Instruction booklet

DOUBLE STAINLESS STEEL MOUNTING FEET

Part Number HL8HG 958 128-811

Includes: Double Stainless Steel Mounting Feet (One pair)

MULTISPARES
TRUCK PARTS
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